DESCRIPTION DATE
ISSUE Jan/10/2013
Change P/N NO. May/09/2014
Change (@) rear shape Aug/13/2015
! Add HDMI logo Sep/21/2015
19.2+0.1

RECOMMEND
PANEL CUT OUT

820.7 0.1

HDm,

NOTES:
1. ELECTRICAL CHARACTERISTICS:
CURRENT RATING: 0.5A
CONNECTOR TEMPERATURE RANGE: -25°C TO +85°C
DIELECTRIC WITHSTANDING VOLTAGE:
500V AC FOR ONE MINUTE
. PANEL THICKNESS MAX. 6.0mm

FRONT VIEW
Gogli)

PIN ASSIGNMENT
FRCBEJ'_F VIEW OLD P/N:HDMIAC—P3CRJ
GIRED] (ERY5R) .
HDMI A Type Female C Size

HEX NUT Nylon+GF. Screw Type Circular Flange Panel
GASKET EPDM H With HDMI A Type Female

PCB FR4 . Double Side, 1.6mm Thickness. Patty
CONNECTOR HDMI A Type Female S/T PCB Connector. : 2 HDMIAC-P3CSJ
BODY HDMI A Type Female Connector Body. Nylon+GF.

PART NAME DESCRIPTION REMARKS HDMIAC-P3CSJ

ERIC




TEPTETST ISV s eauie ' T SLE pROcRTY 2 4 EROLOUY O, L1 DESCRIPTION PATE
ANY REPRODUCTION IN PART R 45 & WHOLE WITHOUT THE WRITTEN PERMISSION OF HTP ASIA TECHNOLOGY €O, LTD. IS PROHIBITED ISSUE Mar/10/2009
CHANGE P/N AND DWG.NO. | Feb/25/2014

ADD NOTES Mar/17/2014

& NOTE:
Maximum panel thickness:
GER @R&E KRR )

C size series:2mm
RJ45/USB/HDMI| series:4mm
C size front mount not available

(RBAC sizeth 4 XArRgE58)

SEREY STAINLESS STEEL. CCP-CAP-S3x6B WATERPROOF CAP SCREW TYPE
CAP CHAIN-B WITH PLASTIC CHAIN

CHAIN PLASTIC RUBBER ) FOR RJ45 ,C SIZE ,USB PANEL CONNECTOR

Patty
SCREW CAP | NYLON+GF. ozl

PART NAME DESCRIPTION REMARKS A CCx-WCAP-MB




