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Material

19.30

Plastic housing: ABS high-impact UL94V-0 thermoplastic

Physical Characteristics

Operating Temperature Range: -10°C to 60°C
Storage Temperature Range: -40°C to 68°C
Humidity: 10%~90%RH

Material of ST Adaptor

ST ADAPTER BODY: ZINC ALLOY DIE CASTING WITH NICKEL PLATING.

8.25
1 = \71
e —
E‘ O = O
1 —
||
N
‘8.25____1 1.65
990
Electrical

INSERTION LOSS (dB)

TYP I MAX.

AlLL. (dB) 500 MATINGS

TEMP REAGE (°C)
ALIGNMENT SLEEVE

RETENTION FORCE (gf)
RoHS Compliant

02/04
0.1

-40 ~ +85
200 ~ 600

RETAINER: ZINC ALLOY DIE CASTING WITH NICKEL PLATING. Scale 2:1 ALL COPY RIGHTS RESERVED
SLEEVE: PHOSPHOR BRONZE
DUST CAP: ENGINEERING PLASTIC(PVC). Sid:Angle @G NET MEGHANISM Sorp
WASHER: STEEL WITH NICKEL PLATING. Projection ' : g-ol.
NUT: BRASS WITH NICKEL PLATING. Unit mm Title
TOLERANCE Material | —u Fiber ST Connector F/F Module
~20 | ~50 | ~150 | 150~ [ANGLE| Color [ ————__ [Part No.
! l 2 +0.20 [ +0.40 [ +0.50 [ +1.50 | +2° Date 2009/7/16 SIM-IST-WH




